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SHIJIAZHUANG UNION ELECTRONICS CO LTD E341061
JI VILLAGE
YUANSHI COUNTY
SHIJIAZHUANG, HEBEI 051131 CHINA

Three­electrode gas tubes, Model(s) UN3E5, followed by 75, 90, 230, 350, 420, or 470, followed by LM

Three­electrode gas tubes, Model(s) UN3E5, followed by 75, 90, 230, 350, or 470, followed by L, LM or LSMD

Three­electrode gas tubes, Model(s) UN3E6, followed by 75, 90, 150, 420, 470, or 600, followed by M or MM

Three­electrode gas tubes, Model(s) UN3E7, followed by 75, 90, or 600*, followed by H or HM

Three­electrode gas tubes, Model(s) UN3E8, followed by 75, 90, 150, 230, 250, 350, 470, or 600, or 800, followed by
H or HM

Three­electrode gas tubes, Model(s) UN3E8, followed by 75, 90, 150, 230, 250, 350, or 470, followed by HMF

Three­electrode gas tubes, Model(s) UN3E8, followed by 75, 90, 150, 230, 350, or 470, followed by H, HF, HM, HP,
HMF or HMP

Two­electrode gas tubes, Model(s) UN1206, followed by 150, 200, 300, 350, or 420, followed by A, followed by SMD

Two­electrode gas tubes, Model(s) UN1812, followed by 90, 200, 250, 300, 350, 420, 470, or 600, followed by C,
followed by SMD

Two­electrode gas tubes, Model(s) UN2E5, followed by 75, 90, 350, 420, 600*, or 800* followed by LL

Two­electrode gas tubes, Model(s) UN2E5, followed by 75, 90, 470, or 600*, followed by L, LL or LR, or LSMD

Two­electrode gas tubes, Model(s) UN2E6, followed by 90, followed by LSMD

Two­electrode gas tubes, Model(s) UN2E8, followed by 150, 230, 350, or 600, followed by M, ML, MR or MSMD

Two­electrode gas tubes, Model(s) UN2E8, followed by 75, 90, 150, 230, 350, 470, or 600, or 800, followed by ML

Two­electrode gas tubes, Model(s) UN2E8, followed by 75, 90, 350, 420, 470, or 600, followed by HL

Two­electrode gas tubes, Model(s) UN2E8, followed by 75, 90, 350, 470, or 600, followed by H, HL, HR, or HSMD

* ­ May experience a short circuit condition or voltage breakdown levels outside of their rated range if the components are
placed in a circuit that is exposed to lightning events having a peak current of 10A or greater (ie: 10 x 1000 us waveform,
10 A peak).

Marking: Company name, model designation, and the Recognized Component Mark,   .
Last Updated on 2017­10­30

Questions? Print this page Terms of Use Page Top

� 2017 UL LLC

The appearance of a company's name or product in this database does not in itself assure that products so identified have
been manufactured under UL's Follow­Up Service. Only those products bearing the UL Mark should be considered to be
Certified and covered under UL's Follow­Up Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following
conditions: 1. The Guide Information, Assemblies, Constructions, Designs, Systems, and/or Certifications (files) must be

http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/showpage.html?&name=QVGQ2.GuideInfo&ccnshorttitle=Isolated+Loop+Circuit+Protectors+-+Component&objid=1073793075&cfgid=1073741824&version=versionless&parent_id=1073793074&sequence=1
javascript:openit('gupdthlp.html')
http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/gassist.html
javascript:window.print()
http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/terms_of_use.html


QVGQ2.E341061 ­ Isolated Loop Circuit Protectors ­ Component

2/2
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